
HELPFUL HINTS SECTION

1. Treatments should begin as soon as possible  
for new ponds. 

2. To achieve optimum performance, dyes should 
be applied all year long. Intervals of 60-90 days 
are preferred. Rainfall, evaporation and runoff 
can impact this schedule. Treat to desired color. 

3. Dyes can be added to ponds in winter season, 
even when the pond freezes over. These treat-
ments protect the pond water from first thaw 
maladies. 

4. Water color can be affected by floating partic-
ulate. Turbid water conditions contribute to 
poor aesthetics but can also alter the color of 
this product. Re-treat body of water until you 
achieve your desired water color. 

5. This product is Eco-safe and will NOT cause 
harm to the environment. 

6. For cleanup or spills, wash hands or clothes  
with soap and water.

Suspend technology is a proprietary process that mechanically 
changes the dye molecule by reducing its particle size and protect-
ing it from fallout. This adds longevity in solution affecting color,  
the treatment duration and providing improved shelf life. 

S Eco-Safe easy to use environmentally friendly water-soluble dye. 

S Formulated with Suspend technology for complete solubility  
and water column coverage. 

S The Eco-Safe choice for pond owners, aquatic managers and  
golf course professionals. 

SNo irrigation or water restrictions. Nontoxic. Safe for fish & wildlife. 

Give your lake, pond or fountain a beautiful, natural Blue color  
with this blend of Eco-Safe environmentally friendly, nontoxic, water 
soluble liquid dye. This highly concentrated formula is designed to 
enhance depth in shallow water conditions. Depth protection is a 
key component to a clean and healthy lake. 

 KEEP OUT OF REACH OF CHILDREN

A SHALLOW WATER SOLUTION to enhance and 
create DEPTH to protect your body of water. 
Treat your lake or pond water with a beautiful and natural blue lake 
color.  BLUE Lake & Pond liquid formula densely covers your body  
of water with a rich natural blue water color. This unique formula  
will enhance aesthetics in shallow water conditions by providing a 
protective color to the water column.

DIRECTIONS: EACH GALLON is formulated  
to treat 1 full acre of water 4-6 ft. in depth. 
Easily pour each gallon at several points around the 
lake or pond. Watch as it quickly spreads throughout 
the water column in just a matter of hours. Water 
temperature and degree of agitation can influence 
the dispersion of BLUE Lake & Pond Colorant. 
There are NO irrigation or water restrictions.
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BLUE Pond Dye with Suspend Technology

TO BE REPLACED



BLUE SUSPEND
TECHNOLOGY

Statement of Saftey Precaustions: Product will not stain permanently but can cause 
temporary discoloration. Avoid contact with eyes, skin and clothing. Flush eyes 
immediately and wash skin upon contact. Seek medical attention if persistent irritation 
occurs. If swallowed, call poison control/doctor immediately for treatment advice.

Storage-Disposal Protect from freezing and store in low humidity. Store 
in original packaging in a cool dry place. Keep lid secure and sealed when 
not in use. Dispose of container according to local-state regulations.

IN2 1
Pond/Lake Dye & Spray Marker Dye  PACKS 

THROW  O2

Environmentally friendly. Use protective gloves and eye wear. Wash hands and eyes with 
water in case of contact. Use caution on windy days. Caution: keep out of reach of children 
and pets. Read and understand label prior to use.

SPRAY MARKER
DYE USE:

Use for VISUAL guidance 
and OVERLAP

Use 1 -2 packs to color/mark
50 gallons of tank water

Can be tank mixed with Pesticides,
Fertilizers, and PGR's

Excellent for hydro-mulching

POND / LAKE 
COLORANT USE:

INTERVAL:

Throw 2-4 packs per acre 
up to 8 ft deep

Every 60-90 days

EASY TO USE
water soluable packs
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